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150 ma FAOM T0P OF \FOUNDATION

ALL CONDUIT FROM POLE 10 BE
COWECTED TO JUNCTION BOXES

POLE FOUNDATION

NOTE:
1.(NSTALL SIGNAL POLE FOUNDATION TO ACHIEVE
A MINIMUM 5.3 m CLEARANCE AND MAXIMUM 5.8 m
CLEARANCE FROM BOTTOM OF SIGNAL HEAD.
2.ALL FOUNDATIONS SHALL BE CAST IN PLACE AGAINST UNDISTURBED
EARTH. WELDING OF REINFORCING STEEL PROHIBITED.
3.8 CIRCULAR FORM SHALL BE USED FOR THE TOP 450 mm ONLY.
4.BOLTS TO BE SOUARE WITH ROADWAY OR AT ANGLE SHOWN ON PLANS.
5.PLACE ALL CONDUIT [N SAME TRENCH WHERE POSSIBLE.
6. ALL FOUNDATIONS SHALL BE 900 mm x 3.7 m DEEP.
7. CONCRETE FOR FOUNDATION SHALL BE CLASS °A" (AE).
8.SET BOTTOM OF SHAFT AT THE SAME ELEVATION AS:
0P OF CURB - WITH CURB AND GUTTER
CROWN OF THE ROAD - [F NO CURB AND GUTTER
9. ANCHOR BOLTS SHALL CONFORM TO MINIMUM REQUIREMENTS
OF asTM A 397. BOLT SHALL NOT BE WELDED 10
THE REINFORCING STEEL. THE NUTS, WASHERS & THE TOP
250 mm OF THE ANCHOR BOLTS SHALL BE GALVANIZED
IN ACCORDANCE W(TH ASTM A 153,

10.CAP CONDUIT ON BOTH ENDS PRIOR TO INSTALLATION.
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HEAVY_WEX LEVELING NUT
WITH STANDARD WASHER

ANCHOR BOLTS.
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BOL1 CIRTLE, SEE STOL OWG. 745-58a1
FOR CIRCLE DIAMETER
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ALL DIMENSIONS ARE SHOWN (N NILLIMETERS (mm) UNLESS OTHERWISE NOTED.
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